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tools redefined.



Turn to Henkel for professional grade products you 

can count on. The same products used on race cars 

around the world. The same products automotive 

manufacturers use to build the cars you repair.  

Why use anything else?

At Henkel we manufacture and market more  

than just quality products, we provide repair 

solutions. When we develop a Loctite® Automotive 

Aftermarket product, our primary thought is this: 

“The professional mechanic can only afford to do  

a job once!” Our products must work properly  

the first time, every time.

Loctite® products have been reliably solving 

automotive maintenance and repair needs for over 

fifty years. Henkel invented the Threadlocking 

adhesive – a revolutionary method of positively 

locking and sealing threaded fasteners. When you 

buy our red bottles, you know you’re getting an 

authentic Loctite® product! And since the beginning, 

Henkel has constantly added new products with new 

capabilities that provide solutions to your problems. 

In this catalog, you’ll find everything you need  

to know about Loctite® brand products for the 

Automotive Aftermarket and how they serve your 

application needs. The information is presented and 

grouped according to the product function (thread 

treatments, gasketing, adhesives, etc.) and includes 

product features, benefits, performance data,  

typical applications, selector guides, and  

package availability.

In addition to support from your local Henkel 

representative, this catalog is also supported by 

www.henkelna.com/aam – a virtual technical library 

designed to give you the best electronic support 

in the industry. Log on to the web site to obtain 

additional technical information, such as material 

safety data sheets. To request product samples, 

application assistance, or the name of your nearest 

sales representative, call 1-800-LOCTITE (562- 8483).
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tools redefined.
Professional Technicians
            Choose Loctite® Products
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Loctite®

PRODUCT 
Part 

Number
Container Color

Oil
Resistance

Non-
Corrosive

Temperature
Range

Sealing Time
Agency 

Approvals

Ready Gasket

37511
37512
40480
37510

4 oz. can
5 oz. cartridge

190 ml power can aerosol
7 oz. can

Black
Increased 

oil resistance
Non-corrosive

-75° to 500°F
(-59° to 260°C)

intermittent

Operating Strength
15 psi - 1 min.

GM 998-5990
Ford WSE-M4G 323-A6 

Chrysler GF-44-A

RTV Blue Silicone
37461
40482
37525

80 ml tube
190 ml power can aerosol

300 ml cartridge
Blue • •

-65° to 500°F
(-54° to 260°C)

intermittent

Tack-free 30 min.
—

Full Strength 24 hrs.
•

RTV Red Silicone

37469
37529
40465
37528

80 ml tube
7.25 oz. can

190 ml power can aerosol
300 ml cartridge

Red • •
-75° to 600°F

(-59° to 316°C)
intermittent

Tack-free 30 min.
—

Full Strength 24 hrs.
CFIA

RTV 598™ 
Black Silicone 

37472
37467
40463
37519
37518

0.37 oz. tube
80 ml tube

190 ml power can aerosol
8.75 oz. can

300 ml cartridge

Black
Excellent

oil resistance
Non-corrosive

-75° to 625°F
(-59° to 329°C)

intermittent

Tack-free 30 min.
—

Full Strength 24 hrs.

 American Bureau  
of Shipping,

CFIA

RTV 587™ 
Blue Silicone 

37465
40462
37516

80 ml tube
190 ml power can aerosol

300 ml cartridge
Blue 

Increased 
oil resistance

Non-corrosive
-75° to 500°F

(-59° to 260°C)
intermittent

Tack-free 30 min.
—

Full Strength 24 hrs.

American Bureau  
of Shipping,

UL Classified for U.S., 
CFIA

RTV 5920™ 
Copper Silicone 

37466
37517

80 ml tube
300 ml cartridge

Copper
Increased 

oil resistance
Non-corrosive

-65° to 700°F
(-54° to 371°C)

intermittent

Tack-free 60 min.
—

Full Strength 24 hrs
CFIA

RTV 5699™ 
Grey Silicone 

37464
40505

80 ml tube
190 ml power can aerosol

Grey
Increased 

oil resistance
Non-corrosive

-75° to 625°F
(-59° to 329°C)

intermittent

Tack-free 30 min.
—

Full Strength 24 hrs.
CFIA

Aviation 
Gasket Sealant

37559
37558

4 oz. brushtop can
16 oz. brushtop can

Dark 
reddish 
brown

Oil resistant Non-corrosive
-65° to 400°F

(-54° to 204°C)
Full Strength 12 hrs. •

Gasket Sealant 1 37541
37542

1.5 oz. tube
3 oz. tube

Reddish
brown

Oil resistant Non-corrosive
-65° to 400°F

(-54° to 204°C)
Full Strength 24 hrs. •

Gasket Sealant 2 37543
37544

1.5 oz. tube
3 oz. tube

Black Oil resistant Non-corrosive
-65° to 400°F

(-54° to 204°C)
Remains tacky •

Hi-Tack 
Gasket Sealant

37554
37555
37553

4 oz. brushtop can
9 oz. aerosol

16 oz. brushtop can
Red

Increased 
oil resistance

Non-corrosive
-65° to 500°F

(-54° to 260°C)
Aerosol to 600°F

5 min. to set •

Copper 
Gasket Adhesive

37583 9 oz. aerosol Copper Oil resistant Non-corrosive
-50° to 500°F

(-45° to 260°C)
Remains tacky •

Properties Chart: Gasketing

at 200 mph
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Loctite® anti-seize and lubricating 

compounds are a group of premium 

quality products developed to protect metal 

parts from corrosion, galling and seizing. 

They ease assembly and disassembly of 

slip-fit, press-fit and threaded joints, and 

reduce friction and wear at temperatures 

up to 1800°F. Formulated for severe 

environments, these products protect 

against high temperatures, heavy loads, 

chemicals, pounding and vibration.

wear
a
n
d

reduce

tear

lubricants
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Loctite® Copper Anti-Seize Stick

Loctite® Copper Anti -Seize Stick provides  
a shield against high temperature seizing 
and galling. Studs, bolts, flanges and 
other mated parts can be removed easily 
in typical dry service temperatures up to 
1800°F (982°C). The copper anti-seize  
stick can be used on copper, brass, cast 
iron, all steel alloys including stainless 
steel, all plastics and all non-metallic 
gasketing materials.

Typical Applications: Spark plug threads 
installed in aluminum, exhaust  
manifold bolts, engine bolts, thermostat 
housing bolts, oxygen sensors, battery 
cable connections.

Item	 Container Size	 Pack
37616	 20 g stick	 6

Loctite® Anti-Seize Lubricant – 
Copper

A premium quality copper anti -seize 
and thread lubricant that may be used 
to prevent seizing, corrosion, and galling 
where high temperature conditions exist. 
Temperature range: -30°F to 1800°F 
(-34°F to 982°C). Provides good electrical 
conductivity.

Typical Applications: Spark plug threads 
installed in aluminum, exhaust manifold 
bolts, engine bolts, oxygen sensors,  
knock sensors, thermostat housing  
bolts, fuel filter fittings, and battery  
cable connections.

Item	 Container Size	 Pack
37533	 1 oz. tube	 6
37563	 4 oz. brushtop can	 12
38650	 8 oz. brushtop can	 12
37562	 1 lb. brushtop can	 12

Loctite® Silver Anti-Seize Stick

Loctite® Silver Anti -Seize Stick is a  
heavy-duty, temperature-resistant, 
petroleum-based lubricant compound 
fortified with graphite and metallic flake. 
Will not evaporate or harden in extreme 
cold or heat. Use during assembly to 
prevent seizing, galling, and corrosion.  
For use in assemblies up to 1600°F 
(871°C). 

Typical Applications: For easy removal of 
spark plugs, cylinder head and exhaust 
head bolts. 

Item	 Container Size	 Pack
37617	 20 g stick	 6

Loctite® Anti-Seize Lubricant – 
Silver

Heavy-duty, temperature-resistant, 
petroleum-based lubricant compound 
fortified with graphite and metallic flake. 
Will not evaporate or harden in extreme 
cold or heat. Use during assembly to 
prevent seizing, galling and corrosion. For 
use in assemblies up to 1600°F (871°C). 

Typical Applications: For easy removal 
of spark plugs, cylinder head and  
exhaust head bolts.

Item	 Container Size	 Pack
37539	 1 oz. tube	 12
37564	 4 oz. brushtop can	 12
37565	 8 oz. brushtop can	 12
38658	 12 oz. aerosol can	 12
37566	 1 lb. brushtop can	 12

Tested Products
Number of 

Noise Events
Noise Level

Loctite® Disc Brake Quiet Stick 64 Quietest

CRC® Disc Brake Quiet Aerosol 76 l

Permatex® Liquid 100 l

Baseline with Shim 245 l

Baseline without Shim 245 Noisiest

The table below shows the products tested listed in 
the order of the number of noise events. By studying 
this table and the above graph, it can be determined 
that, during these tests, Loctite® Disc Brake Quiet Stick 
was the most effective at reducing brake noise events. 

Test results are based on independent brake noise testing done by Link Testing Laboratories, Inc. using Henkel products and 
Henkel’s competitors’ commercially available products. Link Testing Laboratories, Inc. does not endorse or recommend any 
product. Link Testing Laboratories, Inc. guarantees accuracy and consistency of test results, which are valid for these products 
under the conditions tested. Any use or reproduction of Link Testing Laboratories, Inc. name, logo, or the name of a Link 
Testing Laboratories engineer must be approved by Link Testing Laboratories, Inc. before publication. Henkel Corporation has 
obtained permission from Link Testing Laboratories, Inc. to reproduce the above graph and table. 

           Loctite® Disc Brake Quiet Stick is 

The only brake squeal product tested that fully meets OEM acceptance criteria.

Noise level between these lines is considered 
borderline acceptable by OEMs.

Noise level above this line is 
deemed unacceptable by OEMs.

Noise level below this line 
is considered acceptable.

Loctite® Disc Brake Quiet Stick – 
Eliminates Noise

Invented and patented by Henkel,  
this unique wax-like stick is specially 
formulated to dampen brake pad 
vibrations and eliminate associated 
squeaking and noise, without the sticky, 
smelly mess of traditional solvent and 
water -based products. Loctite® Disc Brake 
Quiet Stick forms a water -resistant, high 
temperature film that will absorb vibration 
and quiet disc braking.

Typical Applications: Apply to disc brake pads 
at point of contact with caliper.

Item	 Container Size	 Pack
40299	 9 g stick	 10
40300	 19 g stick	 6
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Loctite® Dielectric Tune-Up 
Grease – Lubricant

Provides a moisture-proof barrier 
that lubricates and protects 
electrical connections and wiring 
from salt, dirt and corrosion. 
Extends the life of bulb sockets.  
Prevents voltage leakage around electrical 
connections. Required for modern high 
energy ignition systems.

Typical Applications: Marine and automotive 
electrical connections, spark plug boots, 
trailer hitches, battery terminals.

Item	 Container Size	 Pack
37534	 0.33 oz. tube	 12
37535	 80 ml tube	 6

Loctite® Freeze & Release

Loctite® Freeze & Release instantly freezes 
seized and rusted parts (bolts, nuts, studs) 
down to -45°F (-43°C). The exceptional 
shock-freeze effect causes microscopic 
cracks in the layer of rust, allowing the 
lubricant ingredient to wick directly into 
the rust by capillary action. The assembly 
can be easily dismantled after allowing 
only 1-2 minutes penetration time. 
Released parts remain lubricated and 
protected from corrosion.

Typical Applications: Seized and corroded 
assemblies of threaded and cylindrical 
parts. Any applications where a 
threadlocker or anti-seize has not been 
previously used and, rust and corrosion 
has formed. 

Item	 Container Size	 Pack
996456	 13.52 fl. oz. aerosol	 6

Loctite® ViperLube® 
Synthetic Grease

A high performance, NLGI grade 2/Severe 
duty GC-LB synthetic grease that provides 
superior protection for parts exposed 
to a wide range of temperatures and 
environments. NSF H1 rated. 

Typical Applications: Use as a lubricant on 
all bearings, as a protective anti-rust film,  
or as a release agent on gaskets and seals. 
Use as a battery terminal protector. 

Item	 Container Size	 Pack
36781	 3 oz. tube	 12
37578	 10.1 oz. aerosol can	 6
36782	 400 g cartridge	 12 
(formerly 37577)

Rusty Nuts?
Freeze ‘em off!
...with Loctite® Freeze & Release

see how it works
Product demo and more at 

www.loctitefreezeandrelease.com

® and ™ designate trademarks of Henkel Corporation or its affiliates. ® = registered in the U.S. Patent and Trademark Office. © Henkel Corporation, 2008. All rights reserved. 5597 (12/2008)
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•	 Use to lubricate landing gear housing,  
	 retract tube and gearbox
•	 Specially formulated for lubricating king pins, 
	 bushings, slide ways and landing gear screws/nuts
•	 Multipurpose/high-performance grease for  
	 sliding applications

•	 Corrosion- and water-resistant
•	 Synergistic additive system for enhanced  
	 film strength
•	 Extreme pressure and anti-wear protection

For ALL Trailer and Jack Stand Applications
Introducing NEW Loctite® Trailer Jack Stand Grease

technical information

color base oil nlgi 
grade

water 
resistance temperature range four ball 

wear test

Black Lithium 12-Hydroxy 1.5 Yes
-10°F (-23°C) to
392°F (200°C)

0.55 mm2

gearbox

king pin

Landing gear

retract tube

® and ® designate trademarks of Henkel Corporation or its affiliates. ® = registered in the U.S. Patent and Trademark Office. 
© Henkel Corporation, 2009. All rights reserved. 6006/LT-5656 (08/09)

Loctite® Trailer
Jack Stand Grease

Loctite® Trailer Jack Stand Grease is a 
corrosion- and water resistant-lubricant 
that has a synergistic additive system for 
enhanced film strength under extreme 
pressure and wear. It is a multi-purpose, 
high performance grease for sliding 
applications.

Typical Applications: 

King pins, retract tube bushings, slide 
ways, and landing gear screws and nuts.

Item	 Container Size	 Pack

1289249	 400 g cartridge	 12

Loctite® Belt Dressing 
& Conditioner

Extends belt life. Penetrates the cord 
fibers of “V” belts to restore pliability and 
flexibility. Prevents belt slippage due to 
heat, cold, dampness, dust and glazing. 
Eliminates squeaking and slipping.

Typical Applications: Fan belts, water 
pumps, power steering, sewing machines, 
washing machines, air conditioners, lawn 
mowers and power tools. 

Item	 Container Size	 Pack
37581	 5 oz. aerosol can	 12

NEW
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Loctite® Penetrating Oil

Heavy-duty penetrant for rusted and 
frozen assemblies. Works quickly to 
penetrate and loosen rust, tar, grease, dirt, 
carbon deposits and corrosion from metal 
parts. Frees frozen nuts, bolts and fittings 
in all types of assemblies.

Typical Applications: Lubricates to free any 
corroded or seized part. Penetrates rust, 
scale, paint, varnish, carbon or gum. 

Item	 Container Size	 Pack
37585 	 12 oz. aerosol can	 12

Loctite® Gear, Chain 
& Cable Lubricant

Protects and prolongs the life of gears, 
chains, wire rope, and cable. Repels dirt, 
sand, and dust with minimum “throw-off” 
from centrifugal force. Cleans, lubricates, 
and protects all types of roller chains that 
operate under exposed conditions. 

Typical Applications: Ideal for any 
chain-driven tool or vehicle such as 
motorcycles, mopeds, chainsaws, 
lawnmowers and bicycles. 

Item	 Container Size	 Pack
37582	 5 oz. aerosol can	 12

With NEW Loctite® 5th Wheel Grease,
you get 75% more product!

•	 Requires no tools, creates no mess
•	 Packaging disintegrates, leaving no waste
•	 Designed to lubricate fifth wheel top plates of trailer

•	 Graphite and molybdenum disulfide lubricant
•	 Effective at extreme temperatures and 
	 environmental conditions
•	 Full 3.5 oz. in every pouch

technical information

color base oil nlgi 
grade

water 
resistance temperature range four ball 

wear test

Black
Soap Grease 
30% Solids

1.0 Yes
-20°F (-29°C) to
250°F (121°C)

0.80 mm2

3.5 OZ.

2.0 OZ.

COMPETITION

Comparison of pouch size of Loctite®

5th Wheel Grease vs. the Competition

® and ® designate trademarks of Henkel Corporation or its affiliates. ® = registered in the U.S. Patent and Trademark Office. 
© Henkel Corporation, 2009. All rights reserved. 6006/LT-5656 (08/09)

Loctite® Silicone Lubricant

Lubricates and waterproofs all types of 
mechanical equipment. Stops friction 
and squeaks. Coats hinges and channels. 
Prevents locks, doors and windows from 
binding. High silicone formula does not 
attract dust or dirt. Prevents binding, 
sticking and deterioration.

Typical Applications: Lubricates door 
locks, trunk lids, brake cables and  
rubber molding. 

Item	 Container Size	 Pack
37584	 13 oz. aerosol can	 12

Loctite® 5th Wheel Grease

Loctite® 5th Wheel Grease pouches require no tools and create no 
mess. Packaging disintegrates leaving no waste. Special formula of 
graphite and molybdenum 
 dissulfide, lubricates longer, and  
provides more protection. 3.5 oz.  
package size provides more  
coverage. Very effective at even  
the most extreme conditions.

 

Typical Applications: 

Fifth wheel top plates. 

Item	 Container Size	 Pack

1291112	 3.5 oz. pouch	 1 				  
		  Display Box 
		  (24 pouches)

NEW
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If you want to repair, protect, seal, insulate 

or prevent corrosion, there’s a Loctite® 

product for you. Whether you need to make 

a custom O-ring, repair a thread, or remove 

or prevent rust, Henkel has a Loctite® brand 

product that will make your parts and 

equipment last longer and work better.

road
for the

ahead
long

specialty products
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Withstands  
extreme conditions: 
• -65°F to 500°F 

• �Tensile strength  

up to 700 psi

• �Dielectric strength  

up to 400 vpm

• UV resistant 

• �Saltwater, fuel and  

acid resistant

�Typical applications:
• Industrial

• Automotive repair

• Marine

• Plumbing

• Electrical

• And more! 

New 
Loctite

® 

Insulating &  

Sealing Wrap

® and ™ designate trademarks of Henkel Corporation or its affiliates. ® = registered in the U.S. Patent and Trademark Office.  
© Henkel Corporation, 2008. All rights reserved. 5481/LT-5289 (11/08)

Loctite® Rubberized
Undercoating – Heavy Duty

This heavy-duty undercoating seals, 
protects and insulates. Rubberized 
for maximum durability. Excellent 
professional blend, all -purpose coating. 

Typical Applications: Automotive frames, 
rocker panels, and wheels.

Item	 Container Size	 Pack
37580	 16 oz. aerosol can	 12

Loctite® Extend® Rust Treatment 

Provides one-step rust treatment that 
destroys old rust, prevents new rust. Just 
brush or spray it on. Within minutes, rust 
disappears and is converted to a durable 
black protective coating. Surface rust must 
be present. Use as a primer or finish coat. 
Specially formulated to be used with body 
filler and fiberglass. 

Typical Applications: Aerosol can is ideal for 
hard-to -reach automotive applications.

Item	 Container Size	 Pack
37557	 10.25 oz. aerosol can	 12 
75430	 1 quart bottle	 10 

Loctite® Form-A-Thread® – 
Stripped Thread Repair Kit

Makes reliable thread repairs without 
drills, taps, tools or inserts. Restores  
worn, stripped or damaged threads and 
eliminates future corrosion, galling, 
seizing and rust. Allows up to 128 ft. lbs. 
of torque between -65°F and 300°F  
(-54°C and 149°C). Permanently repairs 
stripped threads and fasteners in five 
minutes (up to SAE Grade 5 English and 
8.8 metric).

Typical Applications: Intake manifold 
bracket fastener threads, timing chain 
cover bolt threads, valve cover bolt 
threads, water pump bolt threads. 

Item	 Container Size	 Pack
28654	 0.44 oz. kit	 6

Loctite® Insulating & 
Sealing Wrap 

Loctite® Insulating & Sealing Wrap is a 
non-sticky, self-fusing, multi-purpose wrap 
that stretches three times its size. Great 
for quick fixes anywhere, any time.

Typical Applications: 

Jumper cable grip/insulating, emergency 
hose repair, exhaust wrap, tool handles.

Item	 Container Size	 Pack

1212164	 1" x 10' roll	 10

Loctite® Industrial Hand Wipes 

Pre moistened 9.5" x 12" wipe. Abrasive 
enough to scrub off the toughest grease 
and grime without scratching hands  
or paint.

Typical Applications: 

Removal of dried bugs from windshields, 
hoods and radiator grills. Cleans 
commercial working hands without water.

Item	 Container Size	 Pack

34943	 75 count canister	 6 
34944	 130 count bucket	 4

NEW
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automobile engine
Loctite® Aviation Gasket Sealant 
Thermostat Hose Connection

Loctite® Copper 
Gasket Adhesive 
Head Gasket

Loctite® Gasket Sealant 1
Intake Manifold Gasket

Loctite® Ready Gasket
Valve Cover Gasket

Loctite® RTV 598™ Black 
Silicone Gasket Maker 
Rear Differential Housing Bolts

Loctite® RTV 598™ Black 
Silicone Gasket Maker 
Rear Differential Gasket

Loctite® Bearing Mount 640™

Axle and Pinion Bearing

Loctite® ViperLube® 
Synthetic Grease 
Wheel Bearings

Loctite® Silver 
Anti-Seize Stick 
Lug Bolts

Loctite® Copper 
Gasket Adhesive 
Exhaust Manifold Gasket

Loctite® Dielectric 
Tune-Up Grease 
Spark Plugs

Loctite® RTV 5699® Grey 
Silicone Gasket Maker 
Water Pump and Thermostat 
Housing Gasket

Loctite® PST® 565™ 
Thread Sealant 
Water Temperature 
Sending Unit Gasket

Loctite® RTV 587™ Blue 
Silicone Gasket Maker  
Intake Manifold

Loctite® RTV 5920™ Copper 
Silicone Gasket Maker 
Water Pump Gasket

Loctite® RTV Blue 
Silicone Gasket Maker 
Timing Chain Cover Gasket

Loctite® RTV 587™ Blue 
Silicone Gasket Maker  
Oil Pan Gasket

Loctite® Blue Stick Threadlocker or 
Loctite® Threadlocker 242®

Oil Pan Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Transmission Fluid Pan Bolts

Loctite® RTV 5699™ Grey 
Silicone Gasket Maker 
Transmission Fluid Pan Gasket

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Timing Chain Cover Bolts

THREAD TREATMENTS BEARING MOUNTS GASKETING LUBRICANTS

This diagram shows some of the many Loctite® product applications 

for automobile repairs. Most of these applications would also apply 

to heavy-duty vehicle or motorcycle repairs.

Log on to www.henkelna.com/aam and experience this 

application chart via our “Virtual Engine.”

Loctite® red Stick Threadlocker 
or Loctite® Threadlocker 271™

Exhaust Manifold Bolts
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diesel engine

Loctite® RTV 5920™ Copper 
Silicone Gasket Maker 
Exhaust Gaskets

Loctite® Ready 
Gasket 
Valve Covers – Stamped

Loctite® Gasket 
Maker 515™ or 
Loctite® Gasket 
Maker Stick 
Valve Covers – Cast

Loctite® Hi-Tack 
Gasket Sealant 
Valve Cover Gasket – 
Cork/Composite Gasket

Loctite® Ready Gasket, Loctite® Threadlocker 
242® or Loctite® Blue Stick Threadlocker
Intake Manifold Gasket

Loctite® Threadlocker 242® or 
Loctite® Blue Stick Threadlocker
Intake Manifold Bolts

Loctite® Copper 
Anti-Seize Stick 
Exhaust Manifold Studs 

Loctite® Copper 
Anti-Seize Stick 
Heat Shield Hardware

Loctite® Copper 
Anti-Seize Stick 
Turbo Mounting Flange

Loctite® Hi-Tack Stick, 
Loctite® Ready Gasket or 
Loctite® Gasket Maker 515™

Thermostat Housing

Loctite® Threadlocker 271™, 
Loctite® Threadlocker 262™ or 
Loctite® Red Stick Threadlocker 
Flywheel Bolts

Loctite® Press Fit Repair 660™ or 
Loctite® Bearing Mount 680™

Dipstick Sleeve 

Loctite® Thread Sealant 
PST® Stick or Loctite® PST® 
565™ Thread Sealant
Fuel Line Sealing

Loctite® Thread Sealant 
PST® Stick or Loctite® 
PST® 565™ Thread Sealant
Threaded Water Pump Fittings

Loctite® 
Threadlocker 262™ 
Cylinder Head Bolts

Loctite® Copper 
Anti-SeAize Stick 
Glow Plugs

Loctite® Threadlocker 242® or 
Loctite® Gasket Maker 515™

Diesel Injectors

Loctite® RTV 5920™ Copper 
Silicone Gasket Maker or 
Loctite® Hi-Tack Stick
Water Pump Gasket

Loctite® Gasket 
Maker 515™

Crankshaft Sleeve Seal

Loctite® Blue Threadlocker 
Stick or Loctite® 
Threadlocker 242®

Accessory Mounting Bolts

Loctite® Hi-Tack Stick, 
Loctite® Ready Gasket or 
Loctite® Gasket Maker 515™ 
Oil Pan Gasket

Loctite® Dielectric 
Tune-Up Grease 
Oil Filter Mounting 
Block O-Rings  
(on O-rings)

Loctite® Threadlocker 271™ or 
Loctite® Red Stick Threadlocker 
Connecting Rod Cap Bolts

Loctite® Dielectric      
Tune-Up Grease 
Fuel Filter Mounting (on O-rings)

Loctite® Threadlocker 
242® or Loctite® Blue 
Stick Threadlocker 
Water Pump Mounting 
Hardware Pulley Bolts

Loctite® Thread Sealant PST® Stick 
or Loctite® PST® 565™ Thread Sealant
Oil/Water Cooling Lines

Loctite® Thread Sealant PST® Stick 
or Loctite® PST® 565™ Thread Sealant
Threaded Core Plugs

THREAD TREATMENTS BEARING MOUNTS GASKETING LUBRICANTS
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heavy-duty differential/axle

Loctite® Silver Anti-Seize Stick
Drum Brakes – Adjustment Hardware, 
Brake Shoe Slides

Loctite® ViperLube® 
Synthetic Grease 
Suspension Bushings

Loctite® Thread Sealant PST® Stick 
or Loctite® PST® 565™ Thread Sealant
Pneumatic Brake Lines

Loctite® Threadlocker 262™ or 
Loctite® Gasket Maker 518™ 
Ring Gear

Loctite® Ready Gasket or 
Loctite® Hi-Tack Stick
Differential Cover Gasket

Loctite® Bearing Mount 620™

Input Shaft Seal

Loctite® Bearing Mount 680™ 
Axle Studs

Loctite® Ready Gasket
Differential Cover – Stamped 

Loctite® Hi-Tack Gasket Sealant
Cork/Composite Gasket 

Loctite® Gasket Maker 515™ 
Differential Cover – Cast 

Loctite® Blue Threadlocker Stick 
or Loctite® Threadlocker 242®

Differential Cover Mounting Bolts

Loctite® Silver Anti-Seize Stick
Drum Brake Hardware

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 262™

Bearing Caps

Loctite® Thread Sealant Stick PST® or 
Loctite® PST® 565™ Thread Sealant
Pneumatic Connections for Air Locking Differentials

THREAD TREATMENTS BEARING MOUNTS GASKETING LUBRICANTS
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automobile transmission

Loctite® ViperLube® 
Synthetic Grease 
Slip Yokes/U-Joints

Loctite® Dielectric 
Tune-Up Grease 
Plastic Electrical Plugs

Loctite® Klean ‘N Prime™ 
Surface Preparation

Loctite® Bearing Mount 640™

Case Dowel Pins

Loctite® Bearing Mount 620™

Torque Converter Seal

Loctite® Bearing Mount 680™

Oil Dipstick Tube

Loctite® Bearing Mount 620™

Input/Output Shaft Seals

Loctite® Gasket Maker 518™ 
Transmission Pan Gasket  
(Cast or Machined Pans)

Loctite® Ready Gasket
Replace Transmission Oil Pan Gasket

Loctite® Hi-Tack Gasket Sealant 
Hold Gasket on Transmission Oil Pan 

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Case Assembly Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Housing Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Crossmember Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Transmission Pan Bolts

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 271™

Torque Converter Bolts

Loctite® Threadlocker 262™

Flywheel to Torque Converter Bolts

THREAD TREATMENTS BEARING MOUNTS GASKETING LUBRICANTS
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heavy-duty transmission

Loctite® Gasket Maker 518™ 
Transmission Pan – Cast

Loctite® Hi-Tack Gasket Sealant 
Transmission Pan Gasket –  
Cork/Composite Gasket

Loctite® Ready Gasket
Transmission Pan – Stamped

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

PTO Mounting Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Crossmember Bolts

Loctite® ViperLube® 
Synthetic Grease 
Slip Yokes/U-Joints

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Case Assembly Bolts

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 271™

Torque Converter Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Housing Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Transmission Pan Bolts

Loctite® ViperLube® Synthetic Grease
Plastic Electrical Plugs  
(Weatherproofs Electrical Connectors)

Loctite® Bearing Mount 620™

Input/Output Shaft Seals

Loctite® Bearing Mount 620™

Torque Converter Seal

Loctite® Bearing Mount 640™

Case Dowel Pins

Loctite® Bearing Mount 640™

Case Dowel Pins

THREAD TREATMENTS BEARING MOUNTS GASKETING LUBRICANTS
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Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 262™

Chassis Crossmember Bolts

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 262™

Fifth Wheel Mounting Bolts
Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 271™

Suspension U-Bolts

Loctite® Viperlube® Synthetic Grease
Fifth Wheel Throat

Loctite® 5th Wheel Grease
Fifth Wheel

Loctite® ViperLube® Synthetic 
Grease 
Release Handle Mechanism 
(Sliding Spring Only)

Loctite® Copper Anti-Seize Stick
Sliding Fifth Wheel Assembly Track

Loctite® Rubberized Undercoating
Frame Coating

heavy-duty suspension

THREAD TREATMENTS LUBRICANTS SPECIALTY PRODUCTS
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motorcycle body
Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Handlebar Brackets

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Mirror Fixtures

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 222™

Throttle Control Grip Screw

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Shifter Bracket Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Rear Axle Adjuster Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Rear Fender Nuts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Shock Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 222™

License Plate Bolts

Loctite® Blue Stick 
Threadlocker 
or Loctite® 
Threadlocker 222™

Tail/Stop Lamp and  
Turn Signal Screws

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 222™

Front Brake Master Cylinder Cover Screws

Loctite® Blue Stick 
Threadlocker or Loctite® 
Threadlocker 222™

Turn Signal Screws

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Inspection Plug

Loctite® Blue Stick Threadlocker or 
Loctite® Threadlocker 243™

Air Cleaner Cover Bolts and Voltage Regulator Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Primary Chain Inspection Cover Screws

Loctite® Blue Stick 
Threadlocker 
or Loctite® 
Threadlocker 243™

Seat Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Coil Cover Screws

Loctite® RTV 598™ Black 
Silicone Gasket Maker 
Clutch Release Cover

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Clutch Inspection Cover Bolts

Loctite® Disc Brake Quiet Stick or 
Loctite® Disc Brake Caliper Lube
Brake Caliper and Pads

Loctite® Bulb, Lamp & 
Electrical Connection 
Dielectric Grease 
Headlight Bulbs

Loctite® Bulb, Lamp & 
Electrical Connection 
Dielectric Grease 
All Light Bulbs

Loctite® ViperLube® 
Synthetic Grease 
Slide Bolts

Loctite® RTV 5920™ Copper 
Silicone Gasket Maker 
Muffler End Caps Loctite® Thread Sealant PST® Stick 

or Loctite® PST® 565™ Thread Sealant
Primary Drain Plug

Loctite® Thread Sealant PST® Stick 
or Loctite® PST® 565™ Thread Sealant
Oil Pressure Switch

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 242®

Small Fastener Bolts

Loctite® ViperLube® Synthetic Grease
Slide Bolts

Loctite® ViperLube® 
Synthetic Grease 
Wheel Bearings

Loctite® Silver 
Anti-Seize Stick 
Axle

Loctite® Thread Sealant PST® Stick 
or Loctite® 565™ PST® Thread Sealant
Fuel Supply Valve

THREAD TREATMENTS GASKETING LUBRICANTS
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motorcycle engine
Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Exhaust Flange Nuts

Loctite® Gasket Maker 515™

Valve Cover

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Rocker Cover Bolts

Loctite® Blue Stick Threadlocker 
or Loctite® Threadlocker 243™

Primary Drive Retainer Bolts

Loctite® Blue Stick 
Threadlocker 
or Loctite® 
Threadlocker 243™

Clutch Basket Bolts

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 262™

Drive Sprocket Retaining Nuts

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 262™

Crankcase Bolts
Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 271™

Compensating Sprocket Nut

Loctite® Red Stick Threadlocker 
or Loctite® Threadlocker 262™

Transmission Sprocket Nut and Clutch 
Hand NutLoctite® Threadlocker 290™

Induction Module to Manifold Fasteners

Loctite® Dielectric Tune-Up Grease
All Plug Wires and Electrical Connections

Loctite® Dielectric Tune-Up Grease
Spark Plug Boot and Connection

Loctite® Thread Sealant PST® Stick 
or Loctite® PST® 565™ Thread Sealant
Oil Line Fittings

Loctite® Thread Sealant PST® Stick or 
Loctite® PST® 565™ Thread Sealant
Timing Plugs and All Drain Plugs 
(Oil, Primary and Transmission Are Not Shown)

Loctite® Silver Anti-Seize Stick or 
Loctite® Anti-Seize Lubricant – Silver
Spark Plugs

Loctite® Silver Anti-Seize Stick or 
Loctite® Anti-Seize Lubricant – Silver
Spark Plugs

Loctite® Copper Anti-Seize Stick or 
Loctite® Anti-Seize Lubricant – Copper
Exhaust Manifold Studs

Loctite® Thread Sealant 
PST® Stick or Loctite® 
PST® 565™ Thread Sealant
Oil Line Fittings

THREAD TREATMENTS GASKETING LUBRICANTS



4[ 64 ] Agency approvals

agency approvals

adhesives & sealants guide [ volume 5 ]

NSF International
Non-Food Compound
Loctite® Klean ‘N Prime™

Loctite® Ready Gasket
Loctite® RTV 587™ Blue Silicone Gasket Maker, High Performance
Loctite® Threadlocker 242®, Medium Strength
Loctite® Threadlocker 262™, High Strength
Loctite® Threadlocker 290™, Wicking Grade
Standard 51
Loctite® RTV Black Silicone, Adhesive/Sealant 
Loctite® RTV Clear Silicone, Adhesive/Sealant 
H-1 Rating
Loctite® ViperLube® Synthetic Grease

American Bureau of Shipping (ABS)
Loctite® Anti-Seize Lubricant, Silver
Loctite® Bearing Mount 620™, High Temperature
Loctite® Bearing Mount 680™, Relaxed Fits
Loctite® Extend® Rust Treatment
Loctite® RTV 587™ Blue Silicone Gasket Maker, High Performance
Loctite® RTV 598™ Black Silicone Gasket Maker, High Performance
Loctite® Threadlocker 242®, Medium Strength
Loctite® Threadlocker 262™, High Strength
Loctite® Thread Sealant 545™, Pneumatic/Hydraulic

UL Classified/Listed for U.S.
Loctite® Gasket Maker 515™, Anaerobic
Loctite® PST® 565™ Thread Sealant, High Performance
Loctite® PST® 592™ Thread Sealant, High Temperature
Loctite® RTV 587™ Blue Silicone Gasket Maker, High Performance
Loctite® RTV Black Silicone, Adhesive/Sealant 
Loctite® RTV Clear Silicone, Adhesive/Sealant 
Loctite® Thread Sealant PST® Stick
Loctite® Threadlocker 271™, Heavy Duty

ULC Classified for Canada
Loctite® PST® 565™ Thread Sealant, High Performance
Loctite® PST® 592™ Thread Sealant, High Temperature
Loctite® RTV Black Silicone, Adhesive/Sealant 
Loctite® RTV Clear Silicone, Adhesive/Sealant 
Loctite® Thread Sealant PST® Stick

CSA International
Loctite® PST® 565™ Thread Sealant, High Performance
Loctite® Thread Sealant PST® Stick

Canadian Food Inspection Agency (CFIA)
Loctite® Anti-Seize Lubricant, Silver
Loctite® Anti-Seize Lubricant, Silver, Aerosol Can
Loctite® Aviation Gasket Sealant
Loctite® Bearing Mount 620™, High Temperature
Loctite® Bearing Mount 660™, For Worn Parts
Loctite® Bearing Mount 680™, Relaxed Fits
Loctite® Belt Dressing & Conditioner
Loctite® Black Weatherstrip Adhesive
Loctite® Blue Stick Threadlocker, Medium Strength
Loctite® Copper Anti-Seize Stick
Loctite® Extend® Rust Treatment
Loctite® Form-A-Thread® Stripped Thread Repair
Loctite® Gasket Maker 518™, Anaerobic
Loctite® Gasket Sealant 1
Loctite® Klean ‘N Prime
Loctite® Penetrating Oil
Loctite® PST® 565™ Thread Sealant, High Performance
Loctite® PST® 592™ Thread Sealant, High Temperature
Loctite® Red Stick Threadlocker, High Strength
Loctite® RTV 587™ Blue Silicone Gasket Maker, High Performance
Loctite® RTV 598™ Black Silicone Gasket Maker, High Performance
Loctite® RTV 5699™ Grey Silicone Gasket Maker, High Performance
Loctite® RTV Black Silicone, Adhesive/Sealant 
Loctite® RTV Clear Silicone, Adhesive/Sealant 
Loctite® RTV Red Silicone Gasket Maker, Sensor-Safe/High Temperature
Loctite® Silicone Lubricant
Loctite® Silver Anti-Seize Stick
Loctite® Threadlocker 222™, Low Strength
Loctite® Threadlocker 242®, Medium Strength
Loctite® Threadlocker 243™, Surface Insensitive
Loctite® Threadlocker 271™, Heavy Duty
Loctite® Threadlocker 277™, Heavy Duty/Large Bolts
Loctite® Threadlocker 290™, Penetrating
Loctite® Threadlocker 262™, High Strength
Loctite® Thread Sealant 545™, Pneumatic/Hydraulic
Loctite® Thread Sealant PST® Stick 
Loctite® Thread Sealant with PTFE
Loctite® ViperLube® Synthetic Grease 
Loctite® ViperLube® Synthetic Grease, Aerosol
Loctite® Yellow Weatherstrip Adhesive

Military Specifications (Mil Spec)
Loctite® Bearing Mount 640™, High Strength
Loctite® Klean ‘N Prime™

Loctite® Threadlocker 222™, Low Strength
Loctite® Threadlocker 242®, Medium Strength
Loctite® Threadlocker 262™, High Strength
Loctite® Threadlocker 271™, Heavy Duty
Loctite® Threadlocker 277™, Heavy Duty/Large Bolts
Loctite® Threadlocker 290™, Penetrating

• �You decide on the 
product mix that meets 
YOUR customers’ needs

• �Display the fastest 
moving Loctite® 
products for the most 
common maintenance 
and repair tasks

• �Easy to display and 
alternate product mix

• �High-quality, powder-
coated aluminum  
display can be hung 
on your peg board or 
placed on your counter

• �Display header  
features the Loctite® 

brand name, which 
maintains 98% brand 
recognition!

When you display quality products, they 
do the selling for you . . . 

Display shipped without product. Sample assortment shown.

Contents:
Loctite® Header
12 display hooks
(Product Not Included)

Dimensions:
19.81" w x 8.12" d x 17.75" h

Item No:  
40978

Loctite is a Trademark of Henkel Corporation, U.S.A. © Henkel Corporation, 2007. All rights reserved. 3275/LT-4350

Adhesives and Sealants Display
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PRODUCT NAME PAGE NUMBER

Loctite® All Purpose Spray Adhesive 23

Loctite® Anti-Seize Lubricant – Copper 36

Loctite® Anti-Seize Lubricant – Silver 36

Loctite® Aviation Gasket Sealant 30, 32

Loctite® Bearing Mount 620™ 16, 17

Loctite® Bearing Mount 680™ 16, 17

Loctite® Bearing Mount Stick 3, 17

Loctite® Belt Dressing & Conditioner 40

Loctite® Black Weatherstrip Adhesive 23

Loctite® Blue Stick Threadlocker 2, 3, 6, 10

Loctite® Copper Anti-Seize Stick 2, 3, 36

Loctite® Copper Gasket Adhesive 30, 32

Loctite® Dielectric Tune-Up Grease 38

Loctite® Disc Brake Quiet Stick 3, 37

Loctite® Epoxy Mixer Cups 21

Loctite® Extend® Rust Treatment 46

Loctite® 5th Wheel Grease 43

Loctite® Form-A-Thread® Stripped Thread Repair 46

Loctite® Freeze & Release 38

Loctite® Gasket Maker 515™ 29, 31

Loctite® Gasket Maker 518™ 29, 31

Loctite® Gasket Sealant 1 30, 32

Loctite® Gasket Sealant 2 30, 32

Loctite® Gear, Chain & Cable Lubricant 43

Loctite® Head Bolt & Water Jacket Sealant 13

Loctite® Hi-Tack Gasket Sealant 30, 32

Loctite® Hi-Tack Stick – Gasket Dressing 3, 29, 31

Loctite® Industrial Hand Wipes 46

Loctite® Insulating & Sealing Wrap 46

Loctite® Klean ‘N Prime™ 9

Loctite® LocWeld™ Bonding Compound 21

Loctite® Maximum Strength Headliner Adhesive 23

Loctite® Penetrating Oil 43

Loctite® Power Can Display Rack 26

Loctite® Press Fit Repair 660™ 16, 17

Loctite® Product Display (12 Hooks) 65

Loctite® PST® 565™ Thread Sealant 12, 13

Loctite® PST® 592™ Thread Sealant 12, 13

PRODUCT NAME PAGE NUMBER

Loctite® Quick Gel® Super Glue 21

Loctite® Quick Set™ Auto Epoxy 20

Loctite® QuickTite® Super Glue Gel 21

Loctite® Ready Gasket 28, 32

Loctite® Rear Window Defogger 20

Loctite® Rearview Mirror Adhesive 20

Loctite® Red Stick Threadlocker 2, 3, 6, 10

Loctite® RTV 5699™ Grey Silicone Gasket Maker 27, 32

Loctite® RTV 587™ Blue Silicone Gasket Maker 27, 32

Loctite® RTV 5920™ Copper Silicone Gasket Maker 27, 32

Loctite® RTV 598™ Black Silicone Gasket Maker 27, 32

Loctite® RTV Black Silicone 22

Loctite® RTV Blue Silicone Gasket Maker 28, 32

Loctite® RTV Clear Silicone 22

Loctite® RTV Green Silicone 22

Loctite® RTV Yellow Silicone 22

Loctite® RTV Red Silicone Gasket Maker 28, 32

Loctite® Rubberized Undercoating 46

Loctite® Silicone Lubricant 43

Loctite® Silver Anti-Seize Stick 2, 3, 36

Loctite® Sleeve Retainer 640™ 16, 17

Loctite® Super Glue 21

Loctite® Thread Sealant 545™ 12, 13

Loctite® Thread Sealant PST® Stick 2, 3, 12, 13

Loctite® Thread Sealant with PTFE 13

Loctite® Thread Treatment Sticks Counter Display 2

Loctite® Thread Treatment Sticks Kit 2

Loctite® Threadlocker 222™ 6, 10

Loctite® Threadlocker 242® 7, 10

Loctite® Threadlocker 243™ 7, 10

Loctite® Threadlocker 262™ 7, 10

Loctite® Threadlocker 271™ 7, 10

Loctite® Threadlocker 272™ 8, 10

Loctite® Threadlocker 277™ 8, 10

Loctite® Threadlocker 290™ 8, 10

Loctite® Trailer Jack Stand Grease 40

Loctite® ViperLube® Synthetic Grease 38

Loctite® Windshield Repair Kit 20

Loctite® Yellow Weatherstrip Adhesive 23

PART NUMBER PRODUCT NAME PAGE NUMBER

03325 Loctite® Rearview Mirror Adhesive 20

03346 Loctite® Rearview Mirror Adhesive 20

21351 Loctite® Rear Window Defogger 20

24205 Loctite® Threadlocker 242® 7, 10

27105 Loctite® Threadlocker 271™ 7, 10

28654 Loctite® Form-A-Thread® Stripped Thread Repair 46

30544 Loctite® All Purpose Spray Adhesive 23

34943 Loctite® Industrial Hand Wipes – Canister 46

34944 Loctite® Industrial Hand Wipes – Bucket 46

36781 Loctite® ViperLube® Synthetic Grease 38

36782 Loctite® ViperLube® Synthetic Grease	 38

37312 Loctite® Maximum Strength Headliner Adhesive 23

37391 Loctite® Quick Gel® Super Glue 21

37394 Loctite® Gasket Maker 518™ 29, 31

37396 Loctite® PST® 565™ Thread Sealant 12, 13

37397 Loctite® PST® 592™ Thread Sealant 12, 13

37398 Loctite® PST® 592™ Thread Sealant 12, 13

37418 Loctite® Threadlocker 242® 7, 10

37419 Loctite® Threadlocker 243™ 7, 10

37420 Loctite® Threadlocker 262™ 7, 10

37421 Loctite® Threadlocker 271™ 7, 10

37423 Loctite® Threadlocker 290™ 8, 10

37424 Loctite® Sleeve Retainer 640™ 16, 17

37425 Loctite® Super Glue 21

37438 Loctite® Rearview Mirror Adhesive 20

37460 Loctite® RTV Black Silicone 22

37461 Loctite® RTV Blue Silicone Gasket Maker 28, 32

37463 Loctite® RTV Clear Silicone 22

37464 Loctite® RTV 5699™ Grey Silicone Gasket Maker 27, 32

37465 Loctite® RTV 587™ Blue Silicone Gasket Maker 27, 32

37466 Loctite® RTV 5920™ Copper Silicone Gasket Maker 27, 32

37467 Loctite® RTV 598™ Black Silicone Gasket Maker 27, 32

37469 Loctite® RTV Red Silicone Gasket Maker 28, 32

37472 Loctite® RTV 598™ Black Silicone Gasket Maker 27, 32

37477 Loctite® Threadlocker 242® 7, 10

37478 Loctite® Threadlocker 262™ 7, 10

37479 Loctite® Threadlocker 271™ 7, 10

37480 Loctite® Threadlocker 272™ 8, 10

37481 Loctite® Threadlocker 290™ 8, 10

37482 Loctite® Thread Sealant 545™ 12, 13

37484 Loctite® Sleeve Retainer 640™ 16, 17

37485 Loctite® Bearing Mount 680™ 16, 17

37509 Loctite® Klean ‘N Prime™ 9

37510 Loctite® Ready Gasket 28, 32

37511 Loctite® Ready Gasket 28, 32

37512 Loctite® Ready Gasket 28, 32

37513 Loctite® Epoxy Mixer Cups 21

37516 Loctite® RTV 587™ Blue Silicone Gasket Maker 27, 32

37518 Loctite® RTV 598™ Black Silicone Gasket Maker 27, 32

37519 Loctite® RTV 598™ Black Silicone Gasket Maker 27, 32

37521 Loctite® RTV Clear Silicone 22

37523 Loctite® RTV Black Silicone 22

37525 Loctite® RTV Blue Silicone Gasket Maker 28, 32

37528 Loctite® RTV Red Silicone Gasket Maker 28, 32

37529 Loctite® RTV Red Silicone Gasket Maker 28, 32

37530 Loctite® Gasket Maker 518™ 29, 31

37531 Loctite® LocWeld™ Bonding Compound 21

37532 Loctite® Black Weatherstrip Adhesive 23

37533 Loctite® Anti-Seize Lubricant – Copper 36

37534 Loctite® Dielectric Tune-Up Grease 38

37535 Loctite® Dielectric Tune-Up Grease 38

37538 Loctite® Super Glue 21

37539 Loctite® Anti-Seize Lubricant – Silver 36

37541 Loctite® Gasket Sealant 1 30, 32

37542 Loctite® Gasket Sealant 1 30, 32

37543 Loctite® Gasket Sealant 2 30, 32

PART NUMBER PRODUCT NAME PAGE NUMBER

37544 Loctite® Gasket Sealant 2 30, 32

37545 Loctite® Thread Sealant with PTFE 13

37546 Loctite® Thread Sealant with PTFE 13

37547 Loctite® Thread Sealant with PTFE 13

37553 Loctite® Hi-Tack Gasket Sealant 30, 32

37554 Loctite® Hi-Tack Gasket Sealant 30, 32

37555 Loctite® Hi-Tack Gasket Sealant 30, 32

37557 Loctite® Extend® Rust Treatment 46

37558 Loctite® Aviation Gasket Sealant 30, 32

37559 Loctite® Aviation Gasket Sealant 30, 32

37562 Loctite® Anti-Seize Lubricant – Copper 36

37563 Loctite® Anti-Seize Lubricant – Copper 36

37564 Loctite® Anti-Seize Lubricant – Silver 36

37565 Loctite® Anti-Seize Lubricant – Silver 36

37566 Loctite® Anti-Seize Lubricant – Silver 36

37578 Loctite® ViperLube® Synthetic Grease 38

37580 Loctite® Rubberized Undercoating 46

37581 Loctite® Belt Dressing & Conditioner 40

37582 Loctite® Gear, Chain & Cable Lubricant 43

37583 Loctite® Copper Gasket Adhesive 30, 32

37584 Loctite® Silicone Lubricant 43

37585 Loctite® Penetrating Oil 43

37613 Loctite® Windshield Repair Kit 20

37614 Loctite® Blue Stick Threadlocker 2, 3, 6, 10

37615 Loctite® Thread Sealant PST® Stick 2, 3, 12, 13

37616 Loctite® Copper Anti-Seize Stick 2, 3, 36

37617 Loctite® Silver Anti-Seize Stick 2, 3, 36

37643 Loctite® Blue Stick Threadlocker 2, 3, 6, 10

37700 Loctite® Red Stick Threadlocker 2, 3, 6, 10

37701 Loctite® Red Stick Threadlocker 2, 3, 6, 10

38251 Loctite® Thread Treatment Sticks Counter Display 2

38650 Loctite® Anti-Seize Lubricant – Copper 36

38651 Loctite® Press Fit Repair 660™ 16, 17

38652 Loctite® Bearing Mount 620™ 16, 17

38653 Loctite® Threadlocker 222™ 6, 10

38655 Loctite® Gasket Maker 515™ 29, 31

38656 Loctite® Threadlocker 277™ 8, 10

38658 Loctite® Anti-Seize Lubricant – Silver 36

38725 Loctite® Thread Treatment Sticks Kit 2

39089 Loctite® Epoxy Mixer Cups 21

39123 Loctite® QuickTite® Super Glue Gel 21

39150 Loctite® Bearing Mount Stick 3, 17

39158 Loctite® Hi-Tack Stick – Gasket Dressing 3, 29, 31

40299 Loctite® Disc Brake Quiet Stick 3, 37

40300 Loctite® Disc Brake Quiet Stick 3, 37

40462 Loctite® RTV 587™ Blue Silicone Gasket Maker 27, 32

40463 Loctite® RTV 598™ Black Silicone Gasket Maker 27, 32

40464 Loctite® RTV Black Silicone 22

40465 Loctite® RTV Red Silicone Gasket Maker 28, 32

40480 Loctite® Ready Gasket 28, 32

40481 Loctite® RTV Clear Silicone 22

40482 Loctite® RTV Blue Silicone Gasket Maker 28, 32

40505 Loctite® RTV 5699™ Grey Silicone Gasket Maker 27, 32

40669 Loctite® Yellow Weatherstrip Adhesive 23

40978 Loctite® Product Display (12 Hooks) 65

75430 Loctite® Extend® Rust Treatment 46

996456 Loctite® Freeze & Release 38

1027663 Loctite® Power Can Display Rack 26

1158514 Loctite® Head Bolt & Water Jacket Sealant 13

1162400 Loctite® Quick Set™ Auto Epoxy 20

1165866 Loctite® RTV Green Silicone 22

1165867 Loctite® RTV Yellow Silicone 22

1212164 Loctite® Insulating & Sealing Wrap 46

1289249 Loctite® Tractor Jack Stand Grease 40

1291112 Loctite® 5th Wheel Grease 43
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Mexico
For your local Loctite® Adhesives and 
Sealants Specialist, the nearest authorized 
Loctite® products distributor, to place an 
order, to arrange an in-plant seminar or for 
technical product assistance, call: 
+52.55.3300.3669 (within Mexico)

Henkel Capital S.A. de C.V. (Mexico)
Boulevard Magnocentro No. 8 Piso 2
Centro Urbano Interlomas
52760 Huixquilucan, Estado de Mexico
Technical Product Assistance: 
+52.55.3300.3669
To place an order:
Tel: +52.55.3300.3664
Fax: +52.55.3300.3019
www.loctite.com.mx

U.S.A.
For your local Loctite® Adhesives and 
Sealants Specialist, the nearest authorized 
Loctite® products distributor, to place an 
order, to arrange an in-plant seminar or for 
technical product assistance, call: 
1.800.LOCTITE (562.8483)

Henkel Corporation
Engineering Adhesives
One Henkel Way
Rocky Hill, Connecticut 06067
Tel: 860.571.5100
Fax: 860.571.5465
www.henkelna.com/industrial 
www.henkelna.com/loctite

Canada
For your local Loctite® Adhesives and 
Sealants Specialist, the nearest authorized 
Loctite® products distributor, to place an 
order, to arrange an in-plant seminar or for 
technical product assistance, call: 
1.800.263.5043 (within Canada)

Henkel Canada Corporation
2225 Meadowpine Blvd.
Mississauga, Ontario L5N 7P2
Tel: 1.800.263.5043 (within Canada)
Tel: 905.814.6511
Fax: 905.814.5391


